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OiL GAs & MINING

O cENWAL coAL coMPANY

October 2L, l_99 j_

Mr. Daron Haddock
Division of Oi1, Gas A Uining
3 Triad Center, Suite 350
355 West, North Temple
SaI t  Lake Ci ty ,  Utah 841-80- l_203

RE: Permi t  #  aCr 015-032
Genwal CoaI Company
Fan/Warehouse/shotcrete amendment

Dear Mr. Haddock:

Due_ to growth and expansion, Genwa1 CoaI Company has the
need to construct a new warehouse and office facility at
the mine site in crandal canyon. The facirity is to be
constructed adjacent to the present shop. see the enclosed
drawing (Plate 3-L) for the location and layout of the new
fac i l i ty .

The new faeir i ty requires that ditch DD-3 (see plate 7-5a)
be replaced with a culvert. rt has been determined that a
l-2-inch culvert wourd be adequate to handre the design
fIow. see the enclosed copy of the modification subnitted
by Earth Fax on October g, l_991_.

Due to the depth of the mine and increase ventilation
requi-rements Genwal coar company is required to instarr a
second mine fan. The fan locition is adjacent to the
present fan and is shown on plate 3.L. The two fans wirl
operate in paralrel and wilr provide ventiration for the
l i fe  of  the mine.

rn order to reduce coal dilution and. contamination from
surface dirt the area of the highwall above the loading
faci l i ty is proposed to be sealed with shot-crete. Thi;
covering of shot-crete wilr perform two main advantages.
The first advantage will be Lo protect the remaining ioil
from further contamination by coar dust. And in aaaition
the covering will greatly reduce the amount of dirt,
contaminating the coal"
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MSHA has expressed some concerns regarding the highwall
above the bath house. The loose unconsolidated highwall
does present a safety problem for people walking under or
hrorking near the highwall. Genwa} purposes to shotcrete
the highwall consoliiating the loose material resulting in
a $afei work area. The irea to be covered by shotcrete is
shown on the new plate 3-l-.

Enclosed is three (3) copies each of the revised plate 3-L
and of the new warehouseloffice facility for your review.

rf you have any questions or comments please caII.

Sincerely;
^ / t /

P ,/q % ",,a"fu2--R.  3a f  uarsha l l  P .E.
Chief Engineer
Genwal Coal company


